
 

 
  
 
 

SPINDLE MOULDER WITH +45/-45 TILTING SPINDLE 
SCM GROUP MOD. L'invincibile TI 5 

 

 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
TECHNICAL DATA        TI 5 

 

Worktable dimensions[mm]    1200X780 

Spindle tilting [degrees]     +45,50°/-45,50° 

Working length of spindle  [mm]    140  

Spindle base projection from table    50 

Max tool diam. Retractable under worktable     300x80 
   
"Flex" spindle moulder stroke  
(positioning with respect to the spindle axis)  from -125 to +125 
 
External diameter of exhaust    120 
 
Air flow speed of exhaust system    20 
 
Exhaust system air consumption    2500 7,5kW 
 
 
 
 



 

 
  
 
 

STANDARD EQUIPMENT: 

• MK5 interchangeable spindle 

o The MK5 interchangeable spindle includes the 
presetting for the “T-SET”rapid tool locking. 
 

• M-E version 
complete with:  

o Electro spindle with max. available motor power from 
3.400 rpm 

o 7,5kW 10hp electro spindle motor power 
o MK5 interchangeable spindle 
o inverter for electronic programming of the shaft 

rotating speed from 900 to 12.000 rpm 
o  pneumatic working pressure 6 bar 

 

• "Flex" spindle moulder fence with automatic adjustment managed by electronic 
control 

o programming of the entire fence with reference to the tool diameter and the infeed 
fence with  

o reference to the requested removal  
o FLEX system for the exclusion of the fence from worktable 

• Aluminium profiling fence with connecting bars between the two tables 
 

• Upper mobile control panel 
 

• "Easy Touch 7" electronic control  
o 7” LCD colour display with touch-screen system on upper 

mobile control panel  
o Control of the 6-8 working axes with manual, semi-

automatic and automatic mode  



 

 
  
 
 

o Storage capacity up to 1000 programs with relevant picture, name and identification 
number  

o Storage capacity up to 500 different tools with relevant picture, name and identification 
number 
 

• Operator's help function on electronic control  
o management of the coordinates for the 3 different tool points being capable to define 

an origin (new zero point for the machine) on a selected tool point 
o tool peripheral speed management 
o operator's help for the more recurrent machining 

 

• Fast" section table with manual adjustment 
 

• Electric pre-setting for feeder support 
 

• Reverse spindle rotation 
 

• Automatic star-delta start 
 

• Spindle protection for operations (max. tool diameter 160 mm) 
  

SPECIAL OPTIONS INCLUDED: 
 
57.02.10:    MK5 right tool taper, complete with ring and collet 

complete with ER 32 type clamp, 1/2” diameter 
 
 57.02.88:  "T-SET" rapid tool locking 

A simple compressed air gun 
allows the tools locking and 
unlocking 
N.B.: - not available together 
with H-E and H-E Plus 
versions 
- “T-SET” is compatible with 
only one tool diameter. In 
case you select 
additional spare spindles for 
MK interchangeable spindle 
with different 
diameter with respect to the diameter selected during machine 
composition, it is necessary to order a number of “T-SET” system 
equal to the different diameters of the selected spindles 
 



 

 
  
 
 

 11.02.93: "LL" version with 2 cast-iron profiling extensions with  
– total length of table 2500 mm complete with front support bar for large 
workpieces. 
– emergency pushbutton. 

 
 

Safety/Protections 
 

• Electronic brake ensuring stop, even in case of 
voltage drop  

• Safety sensors for changing tool operation, 
spindle rotating stop control, tool taper 
locking/unlocking control  
N.B. Standard for H-E and H-E Plus versions 

• Electro-pneumatic spindle locking 
N.B. It is foreseen for M-E version 

• Safety microswitch on motor access door  

• Emergency pushbuttons 

• Padlockable main switch 

• Overload switch protection 

 
 

 
 


